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MEMORANISN FOR THE RECORD 
SUBJECT: Trip Report 


1. The following lesations were visited 
daring the peried 11 Jemuary through 25 Jameary 
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2. The following individuals were eutected during the periods 
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: te be manned ‘and equipped to handle additional testing and maintenance as 
might be required by results ef the pad system run. 


10. The ARGO Section a new building. This move has 
eliminated songestien in the esused by the lask of space due 
te both COROMA and AROOs the same recon. Minor security 
problems vere effectively handled by 


12. As of 25 January, the policy was to delay an AMION launch if 
ground telemetry indisated that the clock channel was out. Further deci- 
sions vere to be made as to whieh of the other channels could be cut and 
the launching still stay on schedule. 


12. Pictures of the Mark V espsule were taken and will be forwarded 
to Lt/Celonel Ahola, PMR, Hawaii, for his information and necessary action 
before recovery time of the ARGON package. 


13. Witnessed the preparation for accomplishing the Patio Test of 
the ARGON camera package. This test is in addition to the HATZ Test and 
does not have to be used with the COROMA ingtrument. The Patio Test de- 
termines the measured relationship between the Stellar and main cameras. 
It was explained why the launch limits of the ARGON shets differ from the 
CORONA shots. Fifty degrees of ancular solar iliusination into the lens 
of the Stellar camera is the limit that has been established whereby Stellar 
photography can be succesafully obtained. This angular illusination is not 
the solar altitude above the bhorison, as it is when solar angle is computed 
for the COROMA and IDEALIST missions. The linite impesed by the Sun Position 
Indicater, as determined by BMD, remain the same as the limits in the COROMA 
program. 


| 1h. Attended the discussion that determined the cover story that will 

be used in the STC and tracking station when uncleared personnel question the 
difference in telemetry between ARGON and CORONA. For the present they are 
to be told that it is due to malfunctioning in the payload components and 
further investigation is warranted. 








15. Was escerted into the elean room and witnessed the ARGON instrument 
being tested during a system run. The test was being conducted under accel-~ 
erated conditions so as to preserve the cycle life of the instrument. 


16. Toured the STC. The vital control center with its multiple huge 
television screens, upholstered chairs, wall-to-wall carpeting, sound-proofing, 
and vast communications console was in vivid contrest to the Headquarters 
control center where cperational command decisions are made during a mission. 
Was shown the room where the quality readout of SANDS data will be accomplished. . 
Farther readout will be done at Westover AFB. 
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